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  Question: 1  

Which two user privileges does ASDM allow engineer to create? (Choose two) 
 

A. Full access 
B. admin 
C. read-write 
D. read-only 
E. write-only 

 

  Answer: CE  
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  Question: 2  

When you enable IP source Guard on private VLAN ports, which additional action must you take for 
IP Source Guard to be effective? 

 
A. Enable DHCP snooping on the isolated VLAN 
B. Enable BPDU guard on the isolated VLAN. 
C. Enable BPDU guard on the primary VLAN. 
D. Enable DHCP snooping on the primary VLAN. 

 

  Answer: D  
 

  Question: 3  

A network engineer wants to add new view to an IOS device configured with RBAC. Which privilege 
is required for that task? 

 
A. Level 16 
B. Level 15 
C. root view 
D. admin view 

 

  Answer: B  
 

  Question: 4  

Refer to the exhibit. 

 
An engineer is configuring lOS rote based CLI access and is getting an error upon entering the 
command* exec include show ip bgp summary parser view command. Based on the console 
message received, which command would fix this error? 

 
A. enable secret <password> 

B. username <user> secret <password> 
C. password <password> 
D. secret 5 <encrypted password> 

 

  Answer: D  
 

  Question: 5  

After a session has been secured with MACsec, which two types of traffic can be sent and received 
unencrypted? 
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A. EAPOL-Start 
B. DHCP offer 
C. Cisco Discovery Protocol 
D. DHCP discover 
E. EAPOL-Logoff 

 

  Answer: AC  
 

  Question: 6  

Which two main functions for application inspection on ASA are true? 
 

A. When services use dynamically assigned ports, the application inspection identifies dynamic port 
and permits data on these ports. 
B. When services embed IP addresses in the packet, the application inspection translates embedded 
addresses and updates the checksum. 
C. When services are operating on nonstandard ports, the application inspection identifies the 
nonstandard port and allows the service to run normally. 
D. When services need IP options to function, the application inspection keeps IP options during the 
packet transition through the appliance. 
E. When services use load balancing, the application inspection ensures that connections are load 
blanaced across the servers equally. 

 

  Answer: AB  
 

  Question: 7  

An engineer suspects that client workstations are experiencing extremely poor response time due to 
a man in middle attack. Which feature must be enabled and configured to provide relief from this 
type of attack? 

 
A. Internet Key Exchange 
B. Link Aggregation 
C. Reverse ARP 
D. Dynamic ARP Inspection 

E. private VLANs 
 

  Answer: D  
 

  Question: 8  

Refer to the exhibit. 

 
Which option describes the role of the filter rule on this cisco ASA firewall? 

 
A. to discard http traffic destined to a proxy server 
B. to define allowed traffic when the URL filtering server is unavailable 
C. to perform deep packet inspection on all http traffic crossing the Cisco ASA 
D. to send http traffic to a defined URL filtering server 

 

  Answer: D  
 

https://www.dumps4u.com/


Questions & Answers PDF P-143 
 

https://www.dumps4u.com/ 

 
 
 
 
 
 
 
 
 

  Question: 9  

Which option is a consequence when an engineer changes the snmp server local engineID in router? 
 

A. The SNMP configuration that was created previously is invalid. 
B. The users that were created previously are invalid. 
C. The community that was created previously is invalid. 
D. The groups that were created previously are invalid 

 

  Answer: B  
 

  Question: 10  

HTTPS server is configured on a router for management. Which command will change the router’s 
listening port from 433 to 444? 

 
A. ip https secure-port 444 
B. ip http secure-server 444 
C. ip http server secure-port 444 
D. ip http secure-port 444 

 

  Answer: D  
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